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THE LOCATION, SIZE AND TYPE OF MATERIAL OF EXISTING UNDERGROUND UTILITIES (3] -
INDICATED ON THE PLANS IS NOT REPRESENTED AS BEING ACCURATE, SUFFICIENT OR = 3
COMPLETE. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE ~d e
ACTUAL LOCATION OF ALL SUCH FACILITIES, INCLUDING SERVICE CONNECTIONS T0 X
UNDERGROUND UTILITIES.  PRIOR O CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY =
THE UTILTY COMPANIES OF HIS OPERATIONAL PLANS AND SHALL OBTAN FROM THE
RESPECTIVE UTILITY COMPANIES DETAILED INFORMATION AND ASSISTANCE RELATVE T0 slsls
THE LOCATION OF THEIR FACIITIES AND THE WORKING SCHEDULE OF THE COMPANIES PSS
FOR REMOVAL OR ADJUSTMENT WHERE REQUIRED. IN THE EVENT AN UNEXPECTED SN
UTILITY INTERFERENCE IS ENCOUNTERED DURING CONSTRUCTION, THE CONTRACTOR szl
SHALL IMMEDIATELY NOTIFY THE UTILITY COMPANY OF JURISDICTION. THE ENGINEER ol
SHALL ALSO BE IMMEDIATELY NOTIFIED. ANY SUCH MAINS AND SERVICES SHALL BE b =
RESTORED TO SERVICE AT ONCE AND PAID FOR BY THE CONTRACTOR AT NO N q4ig |88%
__ ADDITIONAL COST TO' THE CONTRACT ) LEGEND g% |55
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r THE EXISTING VASI AND POWER & CONTROL UNITS SHOWN AT THE g
2 o 4 LOCATIONS ON SHEETS 9 AND 10 ARE TO BE UNBOLTED, REMOVED m EXISTING STAKE MOUNTED RUNWAY LIGHT (2] ] g
w L ! AND TURNED OVER TO THE AIRPORT MANAGER. ~ Z i3
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, 2 H (3 TT_—vasl LGHT 80X FULL DEPTH AND DISPOSED OF OFF THE AIRPORT SITE. FOR B> EXSTING RELL o R -2
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b T W % UNITS WILL BE FILLED IN WITH EARTH AND COMPACTED TO PREVENT
2 - " 1 .= FUTURE SETTLEMENT. THE DISTURBED AREAS WILL BE FERTILIZED AND
z % ol TN SEEDED IN ACCORDANCE WITH THE SPECIAL PROVISIONS.
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§ pu Sl T THE EXISTING VAS| CABLES WILL BE ABANDONED IN PLACE UNLESS IT ) %
2 >\ / w§ - l —_— L CONFLICTS WITH THE INSTALLATION OF A PROPOSED LIGHT OR CABLE, o |Id
& b el -+ . THEN IT WILL BE REMOVED AT NO ADDITIONAL COST TO THE CONTRACT. - O
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